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For up-to-date fitment information, please visit the product page on AWE-Tuning.com. 

 

 
 
 
Welcome to the AWE family, and congratulations on your purchase of the AWE Exhaust for the Mustang Dark Horse 
  
Exquisite build quality and craftsmanship, coupled with industry leading performance, distinguish this exhaust system 
from all others.   
 
*For up to the minute fitment information, be sure to visit the AWE website. As always, AWE Performance Specialists 
are standing by for any questions, right here.  

3020-42375  AWE Track Edition Exhaust for S650 Mustang Dark Horse - Quad Chrome Silver Tips  

3020-43375  AWE Track Edition Exhaust for S650 Mustang Dark Horse - Quad Diamond Black Tips  

3025-42375  AWE SwitchPathÊ Exhaust for S650 Mustang Dark Horse - Quad Chrome Silver Tips  

3025-43375  AWE SwitchPathÊ Exhaust for S650 Mustang Dark Horse - Quad Diamond Black Tips  

  

  

  

  

  

REAR END SHOT, STRAIGHT ANGLE  

https://www.awe-tuning.com/
https://www.awe-tuning.com/support/
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Inspect ALL parts prior to disassembly of vehicle; If damaged or MISSING, 
please contact the place of purchase immediately.  
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Symbol Part Number Description QTY 

 F65 Mustang GT H-pipe OEM adapter 2 

 F66 Mustang GT H-pipe 1 

 XG Mustang GT DS Cat Back Axle Tube 1 

 XJ Mustang GT PS Cat Back Axle Tube 1 

 F77 S650 Mustang Dark Horse Switchpath Rear DS 1 

 F78 S650 Mustang Dark Horse Switchpath Rear PS 1 

 180300 AWE 3.0" Band Clamp 6 

 3910-41010 **Only takes 1 of these kits per set of 2 or 4 tips** 
Hardware Kit for Integrated Clamp Style Exhaust Tips - Quad 

1 

 7130K59 7.5 INCH ZIP TIE (MEDIUM) 4 

 180006 5.00" OD x 3.00" ID, Slash Cut, Chrome Silver, AWE logo, Integrated 
Clamp 

4 

 180007 5.00" OD x 3.00" ID, Slash Cut, Diamond Black, AWE logo, Integrat-
ed Clamp 

4 
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Inspect ALL parts prior to disassembly of vehicle; If damaged or MISSING, 
please contact the place of purchase immediately.  

Symbol Part Number Description QTY 

 F65 Mustang GT H-pipe OEM adapter 2 

 F66 Mustang GT H-pipe 1 

 XG Mustang GT DS Cat Back Axle Tube 1 

 XJ Mustang GT PS Cat Back Axle Tube 1 

 F75 S650 Mustang Dark Horse Track DS Rear 1 

 F76 S650 Mustang Dark Horse Track PS Rear 1 

 180300 AWE 3.0" Band Clamp 6 

 3910-41010 **Only takes 1 of these kits per set of 2 or 4 tips** 
  Hardware Kit for Integrated Clamp Style Exhaust Tips - Quad 

1 

 150016 SBS valve motor simulator 2 

 98380A457 416 Stainless Steel Dowel Pins, 7/64" Diameter, 1" Long 2 

 91287A136 M6X1X16SS HEX HEAD BOLTS   6 

 7130K59 7.5 INCH ZIP TIE (MEDIUM) 6 

 180006 5.00" OD x 3.00" ID, Slash Cut, Chrome Silver, AWE logo, Integrated 
Clamp 

4 

 180007 5.00" OD x 3.00" ID, Slash Cut, Diamond Black, AWE logo, Integrat-
ed Clamp 

4 
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NOTE: Always refer to the manufacturerôs service manual for precise torque specifications 
on all OEM fasteners. 
 

CAUTION: The exhaust may be VERY HOT ð allow adequate time for the system to cool 
down before disassembly. Severe burns and injury will occur if skin comes into contact with 
a hot exhaust system. 

1. Remove the factory splashguard shown at 
(A). The splashguard will be reinstalled later 
using OE hardware.  

2. Unplug the valve motor wiring harnesses 
located at (B). 

3. Loosen the OE clamps, shown at (C). 

4. Remove the OE hardware holding the 
hangers shown at (D).  

5. Remove the OE hardware holding the 
hangers, shown at (E).  

6. Remove the OE Exhaust 

Note: All of the OE hangers will be reused with 
your AWE exhaust 

 
 
 
 

Soak all bolts and rubber hangers in 
penetrating oil before starting any work. 
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Gather your AWE H-Pipe (F66), and your AWE 
H-Pipe OEM adapters (F65). Slide the 2 OEM 
adapters into the expanded ends, as shown in 
Figure 2.  
 
Using two of the provided clamps, fully tighten 
down the clamps on the expanded ends of the 
tubes.  

It is crucial to install each section and exhaust 
band clamps correctly to prevent loose joints, 
exhaust leaks and rattles. 
 
Arrow A shows the expanded pipe and the 
preinstalled exhaust clamp being brought up to 
the corresponding pipe. 
 
Arrow B shows the overlapping pipe installed 
correctly over the corresponding pipe. 
 
Arrow C shows the exhaust band clamp being 
brought to the edge of the expanded pipe. 

 
NOTES: 
¶ Do not fully torque any exhaust 
clamp until the entire exhaust has 
been installed and adjusted.  

¶ Torque specification is a minimum of 
60 ft/lbs  
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With your H-pipe fully assembled, install your 
AWE H-pipe using the OE sleeve clamps, as 
shown in Figure 4.  
 
Note: It is important to rotate the H-pipe during 
installation so it is level with the ground, to 
achieve correct fitment.  

At this point remove the hangers from the OE 
system as shown in Figure 5-1, Figure 5-2, 
and Figure 5-3.  
 
While removing the hangers near the tips 
remove the valve wiring harness shown in 
Figure 5-3. These will be reused later. 
 
Only reinstall the hangers from Figure 5-1 
into the car. 
 
Slide the hangers from Figure 5-2, and Figure 
5-3. onto their respective driver side, and 
passenger side outlet tubes.  
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Gather your AWE Driver side resonator tube 
(XG). 
 
First slide the hanger bar into the OE driver 
side hanger that was reinstalled in Step 5, 
shown at (A), in Figure 6. 
 
Then slide a clamp on the expanded slip joint, 
and bottom out the slip joint on the rear side of 
your AWE H-pipe (F66). 

Gather your AWE Passenger side resonator 
tube (XJ). 
 
First slide the hanger bar into the OE 
passenger side hanger that was reinstalled in 
Step 5, shown at (A), in Figure7. 
 
Then slide a clamp on the expanded slip joint, 
and bottom out the slip joint on the rear side of 
your AWE H-pipe (F66). 
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With the OE rear exhaust hangers installed on 
to your AWE SwitchPath rear sections (F77/
F78) Secure your OE wiring harnesses to the 
motors (A), and hangers (B) of their respective 
sides, as shown in Figure 8.  

STEPS 8-11 ARE FOR SWITCHPATH SYSTEMS ONLY 

Gather your AWE driver side SwitchPath section (F77), slide a provided clamp over the expanded 
end, and bottom out the slip fit onto the back of your driver side resonator tube (XG), as shown in 
Figure 9-1.   
 
Next rotate the driver side outlet tube up into position, and secure it in place by reinstalling the OE 
hanger, as shown at (A) in Figure 9-2.  
 
Snug the clamp down but do not fully tighten it at this time.  


